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SAFETRED AQUA SAFETRED AQUA 

Main Product Features
  R11 slip resistance for superb  

performance in wet areas

  Bare foot comfort in wet areas

  Safety Clean XP surface for ease  

of maintenance

  Improved flexibility for ease  

of installation in falls and drains

  Sustainable slip resistance throughout 

product life

Surface Treatment

Sustainability Tag

Recyclable  
Recycled content 

100% 
31%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: approx. 20lm

Laying direction:

General Information
Safetred Aqua

EN 14041:2004

Manufactured by: Tarkett Ltd 

Lenham ME17 2QX, England 

0170-0009-DoP-2013-07 
http://professionals.tarkett.com

 
According to European  

Classification ISO 10874 (EN 685)

DF

 Safetred Aqua - 3816110

 TECHNICAL DATA  STANDARDS Safetred Aqua

Classification

Classification
ISO 10874 (EN 685)
domestic
commercial 

Classes:
23
32

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm

Wear layer thickness ISO 24340 (EN 429) —

Total weight ISO 23997 (EN 430) 2 800g/m2

Wear layer  
reinforcement

— Yes

Abrasion group

Volume loss
EN 660-2 —

Abrasion EN 13845 Annex D < 10% particle loss

Technical performances

Residual indentation

Average measured value

≤ 0.10mm
ISO 24343-1 (EN 433)  
requirement

Dimensional stability ISO 23999 (EN 434) 0.25%

Curl resultant to heat EN 424 ≤ 3mm

Reaction to fire EN 13501-1

EN ISO 9239-1

EN ISO 11925-2

B
fl
 s1 on cement

≥ 8 kW/m2

Slip resistance

TRRL Pendulum 4S

(Wet) BS 7976 part 2

DIN 51130

EN 13893

Surface roughness Rz

DIN 51097

EN 13845 Annex C

> 36

R11

> 30 µm

C

Esb

Esf

Bare foot test DIN 51097 —

Static electrical charge

EN 1815

EN 1081

> 1010 Ohms

2kV on concrete

Antistatic

Light fastness EN ISO 105-B02 7

Chemical resistance ISO 26987 (EN 423) Good resistance

Fungi and bacteria 
resistance

ISO 846: Part C —

Thermal resistance 
Underfloor heating

EN ISO 10456
0.01m2 K/W

Suitable

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. W
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SAFETRED DIMENSION SAFETRED DIMENSION

Main Product Features
  R10 slip resistance

  Highly decorative design

  Safety Clean XP PUR reinforced  

surface for easy maintenance

  Flexible and easy to install

  Sustainable slip resistance throughout 

product life

Surface Treatment

  

Sustainability Tag

Recyclable  
Recycled content 

100% 
28%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: 20lm

Laying direction: 

  

General Information
Safetred Dimension

EN 14041:2004

Manufactured by: Tarkett Ltd 

Lenham ME17 2QX, England

0170-0004-DoP-2013-07 

http://professionals.tarkett.com

 
According to European  

Classification ISO 10874 (EN 685)

HK

Safetred Dimension  

Arkwright / Cavendish

Ed
is

o
n

St
ep

h
en

so
n

R
u

th
er

fo
rd

Fa
h

re
n

h
ei

t

A
rk

w
ri

g
h

t  

 3821 490  3821 460  3821 470  3821 480  3821 475

Fl
em

in
g

Je
n

n
er

N
ap

ie
r

B
ai

rd

W
h

it
tl

e

 3821 435  3821 445  3821 485  3821 425  3821 430

N
ew

to
n

B
ru

n
el

B
es

se
m

er

D
ar

w
in

Lu
m

ie
re

 3821 400  3821 405  3821 410  3821 420  3821 500
Ca

ve
n

d
is

h

 3821 495

 TECHNICAL DATA  STANDARDS Safetred Dimension

Classification 

Classification 

ISO 10581 (EN 649) 

commercial 

industrial

Classes:

34

43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm

Total weight ISO 23997 (EN 430) 3 000g/m² 

Safety Clean XP  
PUR reinforcement

— Yes

Technical performances

Abrasion EN 13845 Annex D
< 10%  

particle loss

Residual indentation
ISO 24343-1 (EN 433)  
requirement

≤ 0.10mm

Furniture leg EN 424 No damage

Castor chair ISO 4918 (EN 425) No damage

Dimensional stability ISO 23999 (EN 434) ≤ 0.10%

Curl resistant to heat ISO 23999 (EN 434) ≤ 2mm

Flame and smoke
EN 13501-1 
ISO 9239-1

Bfls1  
on cement 

Slip resistance

TRRL Pendulum  
4S (wet) BS 7976 part 2

DIN 51130

Surface Roughness Rz

DIN 51097

> 36 

R10

> 20µm

Impact sound  
reduction

EN ISO 140-8 
EN ISO 717/2

 ∆L
w
 = 4dB

Electrical resistance

EN 1815

EN 1081

EN 14041

< 2kV on concrete

> 1010 ohms. Antistatic on concrete

Light fastness EN ISO 105-B02 7

Chemical resistance ISO 26987 (EN 423) Good resistance to everyday substances

Hygiene — Does not contribute to infection spreading

Thermal resistance  
Underfloor heating

EN 12524
0.01m2 K/W 

Suitable - Max 27°C

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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SAFETRED SPECTRUM SAFETRED SPECTRUM

Main Product Features
  Heavy duty general purpose  

for domestic and commercial areas

  R10 slip resistance

  Mix and match designs in rolls and tiles

  More flexibility with tiles (50 x 50cm) 

with excellent dimensional stability 

without welding

  Safety Clean XP PUR reinforced  

surface for easy maintenance

  Sustainable slip resistance throughout 

product life

Surface Treatment

  

Sustainability Tag

Recyclable  
Recycled content 

100% 
40%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: 20lm

Laying direction:

  

50

50 Available in tiles

Laying direction:

  

General Information

Safetred Spectrum

EN 14041:2004

Manufactured by: Tarkett Ltd 

Lenham ME17 2QX, England

0170-0003-DoP-2013-07 
http://professionals.tarkett.com

 
According to European  

Classification ISO 10874 (EN 685)

HK

Safetred Spectrum 
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 TECHNICAL DATA  STANDARDS Safetred Spectrum

Classification 

Classification 

ISO 10581 (EN 649) 

commercial 

industrial

Classes:

34

43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm

Total weight ISO 23997 (EN 430) 3 250g/m2

Safety Clean XP  
PUR reinforcement

— Yes

Technical performances

Abrasion EN 13845 Annex D
< 10%  

particle loss

Residual indentation
ISO 24343-1 (EN 433)  
requirement

≤ 0.10mm

Furniture leg EN 424 No damage

Castor chair ISO 4918 (EN 425) No damage

Dimensional stability ISO 23999 (EN 434) ≤ 0.10%

Curl resistant to heat ISO 23999 (EN 434) ≤ 2mm

Flame and smoke
EN 13501-1 
ISO 9239-1

Bfl s1  
on cement 

Slip resistance

TRRL Pendulum  
4S (wet) BS 7976 part 2

DIN 51130

Surface Roughness Rz

DIN 51097

> 36 

R10

> 20µm

A

Impact sound  
reduction

EN ISO 140-8 
EN ISO 717/2

 ∆L
w
 = 4dB

Electrical resistance

EN 1815

EN 1081

EN 14041

< 2kV on concrete

> 1010 ohms. Antistatic on concrete

Light fastness EN ISO 105-B02 7

Chemical resistance ISO 26987 (EN 423) Good resistance to everyday substances

Hygiene — Does not contribute to infection spreading

Thermal resistance  
Underfloor heating

EN 12524
0.01m2 K/W 

Suitable - Max 27°C

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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SAFETRED UNIVERSAL SAFETRED UNIVERSAL

Main Product Features
  R10 slip resistance

  Safety Clean PUR reinforced surface for 

easy maintenance

 Flexible and easy to install

  Sustainable slip resistance throughout 

product life

Surface Treatment

  

Sustainability Tag

Recyclable  
Recycled content 

100% 
40%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: 20lm

Laying direction: 

  

General Information
Safetred Universal

EN 14041:2004

Manufactured by: Tarkett Ltd 

Lenham ME17 2QX, England

0170-0001-DoP-2013-07 

http://professionals.tarkett.com

 
According to European  

Classification ISO 10874 (EN 685)

HK

Safetred Universal - Mercury
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 TECHNICAL DATA  STANDARDS Safetred Universal

Classification 

Classification 

ISO 10581 (EN 649) 

commercial 

industrial

Classes:

34

43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm

Total weight ISO 23997 (EN 430) 3 230g/m2

Safety Clean XP  
PUR reinforcement

— Yes

Technical performances

Abrasion EN 13845 Annex D < 10% 

Residual indentation
ISO 24343-1 (EN 433)  
requirement

≤ 0.10mm

Furniture leg EN 424 No damage

Castor chair ISO 4918 (EN 425) No damage

Dimensional stability ISO 23999 (EN 434) ≤ 0.10%

Curl resistant to heat ISO 23999 (EN 434) ≤ 2mm

Flame and smoke
EN 13501-1 
ISO 9239-1

Bfl s1  
on cement

Slip resistance

TRRL Pendulum  
4S (wet) BS 7976 part 2

DIN 51130

Surface Roughness Rz

DIN 51097

> 36 

R10

> 20µm

A

Impact sound  
reduction

EN ISO 140-8 
EN ISO 717/2

 ∆L
w
 = 4dB

Electrical resistance

EN 1815

EN 1081

EN 14041

< 2kV on concrete

> 1010 ohms. Antistatic on concrete

Light fastness EN ISO 105-B02 7

Chemical resistance ISO 26987 (EN 423) Good resistance to everyday substances

Hygiene — Does not contribute to infection spreading

Thermal resistance  
Underfloor heating

EN 12524
0.01m2 K/W 

Suitable - Max 27°C

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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SAFETRED UNIVERSAL PLUS SAFETRED UNIVERSAL 
PLUS

Main Product Features
  Heterogeneous floorcovering

  High level of slip resistance (R11)

  Sustainable slip resistance throughout 

the product life

  Safety Clean XP PUR reinforced surface 

for easy maintenance

  For demanding locations where  

toughness and safety are paramount

Surface Treatment

  

Sustainability Tag

Recyclable  
Recycled content 

100% 
32%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: 15lm

Laying direction: 

  

General Information
Safetred Universal Plus

EN 14041:2004

Manufactured by: Tarkett Ltd 

Lenham ME17 2QX, England

0170-0002-DoP-2013-07 

http://professionals.tarkett.com

 
According to European  

Classification ISO 10874 (EN 685)

HK

Safetred Universal Plus - Neutron
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 TECHNICAL DATA  STANDARDS Safetred Universal Plus

Classification 

Classification 

ISO 10581 (EN 649) 

commercial 

industrial

Classes:

34

43

Characteristics

Total thickness ISO 24346 (EN 428) 2.50mm

Total weight ISO 23997 (EN 430) 3 850g/m2

Safety Clean XP  
PUR reinforcement

— Yes

Technical performances

Abrasion EN 13845 Annex D
< 10%  

particle loss

Residual indentation
ISO 24343-1 (EN 433)  
requirement

≤ 0.10mm

Furniture leg EN 424 —

Castor chair ISO 4918 (EN 425) No damage

Dimensional stability ISO 23999 (EN 434) < 0.10%

Curl resistant to heat ISO 23999 (EN 434) ≤ 2mm

Flame and smoke
EN 13501-1 
ISO 9239-1

Bfl s1  
on cement

Slip resistance

TRRL Pendulum  
4S (wet) BS 7976 part 2

DIN 51130

Surface Roughness Rz

DIN 51097

> 45

R11

≥ 35µm

Impact sound  
reduction

EN ISO 140-8 
EN ISO 717/2

 ∆L
w
 = 4dB

Electrical resistance

EN 1815

EN 1081

EN 14041

< 2kV on concrete

> 1010 ohms. Antistatic on concrete

Light fastness EN ISO 105-B02 7

Chemical resistance ISO 26987 (EN 423) Good resistance to everyday substances

Hygiene — Does not contribute to infection spreading

Thermal resistance  
Underfloor heating

EN 12524
0.01m2 K/W 

Suitable - Max 27°C

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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SAFETRED TRANSPORT SAFETRED TRANSPORT

Main Product Features
  High level of slip resistance

  Sustainable slip resistance throughout 

the product life

  Fleece backing for improved adhesion 

bond

  Hardwearing and durable for demanding 

environments

  Safety Clean XP PUR reinforced surface

Surface Treatment

  

Sustainability Tag

Recyclable  
Recycled content 

100% 

39%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: 15lm

Laying direction: 
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 TECHNICAL DATA  STANDARDS Safetred Transport

Classification 

Classification 

ISO 10581 (EN 649) 

commercial 

industrial

Classes:

34

43

Characteristics

Total thickness ISO 24346 (EN 428) 2.35mm

Total weight ISO 23997 (EN 430) 3 300g/m2

Safety Clean XP  
PUR reinforcement

— Yes

Technical performances

Abrasion EN 13845 Annex D
< 10%  

particle loss

Residual indentation
ISO 24343-1 (EN 433)  
requirement

≤ 0.10mm

Dimensional stability ISO 23999 (EN 434) ≤ 0.10%

Curl resistant to heat ISO 23999 (EN 434) ≤ 2mm

Flame and smoke
EN 13501-1 
ISO 9239-1

Bfl s1  
on cement

Slip resistance

TRRL Pendulum  
4S (wet) BS 7976 part 2

DIN 51130

Surface Roughness Rz

DIN 51097

> 36 

R10 Esf

> 20µm

Impact sound  
reduction

EN ISO 140-8 
EN ISO 717/2

 ∆L
w
 = 11dB

Electrical resistance

EN 1815

EN 1081

EN 14041

< 2kV on concrete

> 1010 ohms. Antistatic on concrete

Light fastness EN ISO 105-B02 7

Chemical resistance ISO 26987 (EN 423) Good resistance to everyday substances

Hygiene — Does not contribute to infection spreading

Thermal resistance  
Underfloor heating

EN 12524
0.01m2 K/W 

Suitable - Max 27°C

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 



DANE TECHNICZNE NORMA WŁAŚCIWOŚCI

Klasyfikacja uŜytkowa EN 685 Klasy:

Komercyjna 23

Przemysłowa 32

EN 13845 ESb

Grubość całkowita EN 428 2.00 mm

Waga całkowita EN 430 3000 g/m²

Zabezpieczenie poliuretanowe x Tak – POLIURETAN PUR 

Ścieralność EN 13845 < 10% 

Wgniecenie resztkowe EN 433 ≤ 0.10mm

Odporność na nacisk punktowy EN 424 Odporna

Oddziaływanie krzesła na rolkach EN 425 Odporna

Stabilność wymiarów EN 434 ≤ 0.25 %

Zwijanie się pod wpływem ciepła EN 434 ≤ 3 mm

Klasa ogniotrwałości EN 13501-1 Bfls1 przy kleju akrylowym na drewnie

EN ISO 9239-1: > 8 kW/m²

IMO A653 Pass

Właściwości antypoślizgowe DIN 51130 R11

TRRL Pendulum 4S > 36

Chropowatość powierzchni > 30µm

DIN 51097 C

Właściwości antystatyczne EN 1815 < 2 kV na betonie

EN 1081 > 1010 ohms

Absporpcja akustyczna EN ISO 140-8

EN ISO 717/2 ∆Lw

Poprawa akustyki NF S 31-074 Ln,e,w = 74dB

Odporność barwy na światło EN ISO 105-B02 6

Odporność chemiczna EN 423 Dobra odporność

Odporność na rozwój bakterii i grzybów Odporna, nie pozwala na rozwój

Przewodzenie ciepła EN 12524 0.01m² K/W

DIN 52612 nadaje się na podłogi z ogrzewaniem podłogowym do temperatury 27°C

Kolory x 12 kolorów 

Dostarczana w postaci EN 427 Rolka 20 m x 2 m;

∆Lw = 6dB



DANE TECHNICZNE NORMA Safetred Dimension

Opis: x Homogeniczna (jednorodna) podłogowa wykładzina winylowa

Klasyfikacja uŜytkowa EN 685 Klasy:

Komercyjna 34

Przemysłowa 43

EN 13845 ESf

Grubość całkowita EN 428 2.00 mm

Waga całkowita EN 430 3000 g/m²

Zabezpieczenie poliuretanowe x Tak – POLIURETAN PUR 

Ścieralność EN 13845 < 10% 

Wgniecenie resztkowe EN 433 ≤ 0.10mm

Odporność na nacisk punktowy EN 424 Odporna

Oddziaływanie krzesła na rolkach EN 425 Odporna

Stabilność wymiarów EN 434 ≤ 0.10 %

Zwijanie się pod wpływem ciepła EN 434 ≤ 3 mm

Klasa ogniotrwałości EN 13501-1 Bfls1 przy kleju akrylowym na drewnie

EN ISO 9239-1: > 8 kW/m²

IMO A653 Pass

Właściwości antypoślizgowe DIN 51130 R10

TRRL Pendulum 4S > 36

Chropowatość powierzchni > 20µm

EN 13893 ≥ 0.3

Właściwości antystatyczne EN 1815 < 2 kV na betonie

EN 1081 > 1010 ohms

Absporpcja akustyczna EN ISO 140-8

EN ISO 717/2 ∆Lw

Poprawa akustyki NF S 31-074 Ln,e,w = 75dB

Odporność barwy na światło EN ISO 105-B02 7

Odporność chemiczna EN 423 Dobra odporność

Odporność na rozwój bakterii i grzybów Odporna, nie pozwala na rozwój

Przewodzenie ciepła EN 12524 0.01m² K/W

DIN 52612 nadaje się na podłogi z ogrzewaniem podłogowym do temperatury 27°C

Kolory x 16 kolorów

Dostarczana w postaci EN 427 Rolka 20 m x 2 m;

∆Lw = 6dB



DANE TECHNICZNE NORMA Safetred Spectrum

Klasyfikacja uŜytkowa EN 685 Klasy:

Komercyjna 34

Przemysłowa 43

EN 13845 ESf

Grubość całkowita EN 428 2.00 mm

Waga całkowita EN 430 3170 g/m²

Zabezpieczenie poliuretanowe x Tak – POLIURETAN PUR 

Ścieralność EN 13845 < 10% 

Wgniecenie resztkowe EN 433 ≤ 0.10mm

Odporność na nacisk punktowy EN 424 Odporna

Oddziaływanie krzesła na rolkach EN 425 Odporna

Stabilność wymiarów EN 434 ≤ 0.10 %

Zwijanie się pod wpływem ciepła EN 434 ≤ 1 mm

Klasa ogniotrwałości EN 13501-1 Bfls1 przy kleju akrylowym na drewnie

EN ISO 9239-1: > 8 kW/m²

IMO A653 Pass

Właściwości antypoślizgowe DIN 51130 R10

TRRL Pendulum 4S > 36

Chropowatość powierzchni > 20µm

DIN 51097 A

Właściwości antystatyczne EN 1815 < 2 kV na betonie

EN 1081 > 1010 ohms

Absporpcja akustyczna EN ISO 140-8

EN ISO 717/2 ∆Lw

Poprawa akustyki NF S 31-074 Ln,e,w = 74dB

Odporność barwy na światło EN ISO 105-B02 7

Odporność chemiczna EN 423 Dobra odporność

Odporność na rozwój bakterii i grzybów Odporna, nie pozwala na rozwój

Przewodzenie ciepła EN 12524 0.01m² K/W

DIN 52612 nadaje się na podłogi z ogrzewaniem podłogowym do temperatury 27°C

Kolory x 16 kolorów (rolka); 9 kolorów (płytki)

Dostarczana w postaci EN 427 Rolka 20 m x 2 m;Płytki :500 x 500 mm (4m2 w op.= 16 płytek)

∆Lw = 7dB



DANE TECHNICZNE NORMA WŁAŚCIWOŚCI

Klasyfikacja uŜytkowa EN 685 Klasy:

Komercyjna 34

Przemysłowa 43

EN 13845 ESf

Grubość całkowita EN 428 2.00 mm

Waga całkowita EN 430 3170 g/m²

Zabezpieczenie poliuretanowe x Tak – POLIURETAN PUR 

Ścieralność EN 13845 < 10% 

Wgniecenie resztkowe EN 433 ≤ 0.10mm

Odporność na nacisk punktowy EN 424 Odporna

Oddziaływanie krzesła na rolkach EN 425 Odporna

Stabilność wymiarów EN 434 ≤ 0.10 %

Zwijanie się pod wpływem ciepła EN 434 ≤ 1 mm

Klasa ogniotrwałości EN 13501-1 Bfls1 przy kleju akrylowym na drewnie

EN ISO 9239-1: > 8 kW/m²

IMO A653 Pass

Właściwości antypoślizgowe DIN 51130 R10

TRRL Pendulum 4S > 36

Chropowatość powierzchni > 20µm

DIN 51097 A

Właściwości antystatyczne EN 1815 < 2 kV na betonie

EN 1081 > 1010 ohms

Absporpcja akustyczna EN ISO 140-8

EN ISO 717/2 ∆Lw

Poprawa akustyki NF S 31-074 Ln,e,w = 75dB

Odporność barwy na światło EN ISO 105-B02 7

Odporność chemiczna EN 423 Dobra odporność

Odporność na rozwój bakterii i grzybów Odporna, nie pozwala na rozwój

Przewodzenie ciepła EN 12524 0.01m² K/W

DIN 52612 nadaje się na podłogi z ogrzewaniem podłogowym do temperatury 27°C

Kolory x 16 kolorów 

Dostarczana w postaci EN 427 Rolka 20 m x 2 m;

∆Lw = 4dB



OPIS OGÓLNY

EN 685
Klasy

Klasyfikacja — obiektowe (EN 685)
34

Klasyfikacja — przemysłowe (EN 685)
43

EN 13845
ESf

DANE TECHNICZNE

Klasa ścieralności (EN 13845) — % < 10

Wgniecenie resztkowe (EN 433) — mm < 0.10

Grubość całkowita (EN 428) 2.5 mm

Waga całkowita (EN 430) 3 850 g/m2

Odziaływanie kółek krzeseł (EN 425) Brak uszkodzeń

Stabilność wymiarów (EN 434) — % < 0.10

Zwijanie pod wpływem działania ciepła (EN 434) — mm ≤ 2

Długość 15 M

Szerokość 2 M

PARAMETRY TECHNICZNE

Ognioodporność (EN 13501-1) Bfl-s1 w przypadku klejenia na klej akrylowy, na betonie

                        (EN ISO 9239-1) > 0,8 W/cm 2

Elektrostatyczność (EN 1815) — kV < 2 na betonie 

                           (EN 14041) Antystatyczny

Antypoślizgowość (TRRL Pendulum 4S Wet) > 45

Chropowatość powierzchni ≥ 35 µm

Antypoślizgowość (DIN 51130) R11

Przewodzenie ciepła (EN 12524) 0.01 m2 K/W

Ogrzewanie podłogowe Odpowiedni

Zabezpieczenie przeciwko grzybom i bakteriom Ochrona przeciwko wzrostowi grzybów i bakterii

Redukcja odgłosów w pomieszczeniu (EN ISO 140-8)

                                                      (EN ISO 717/2)

Poprawa akustyki (NF S 31-074)
L,n,e,w - 74 dB

Trwałóść kolorów (EN ISO 105-B02)
7

Odporność chemiczna (EN 423)
Dobra

CERTYFIKACJA I KLASYFIKACJA

Format Rolka 15 m x 2 m

Kolory 9

∆Lw = 6 dB

Safetred 
Universal Plus 
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Powy�sze informacje mog� ulec zmianie ze wzgl�du na prace nad ulepszeniem produktu
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